BINCOLOR 1388

EpBR REHEG

We Create Colorful World Together

KiSREBFREERAF

HB47:519000

E3i%:0756-3338971 1£E:0756-3338972
HR#E:bc@bincolor.com M ikwww.bincolor.com
Mok RE RS EMN XA T E¥FIR601S 204k

Zhuhai Bincolor Electronic Technology Co.,Ltd

ZIP:519000 N —
T;EL:01756-3338971 FAX:0756-3338972 %ﬂLE DE%U g‘%ﬁﬁﬁﬁ?u% réj

E-mail: bc@bincolor.com Web: www.bincolor.com

ADD: 4F,2nd Building, No 601 Huayu Road, Qianshan Industrial LED C ONTROLLER

Zone, Zhuhai,Guangdong, China




COMPANY
INTRODUCTION

AREA

BB ERBFRRERATMIT2010E58, B— KRB FLEDIEHI RS
MEEFNERRE L. ATRZOEARAE ZEFENTIERMBAHE
KARMNAGIN=REFI S ARTUIE. ERNRIGRBFZHEREE
TIZRA.

ERPHRER BHRAE, ERAEHEEER, L BRI, SRR 8
BRHAEREFF R, AEFREABAZINRS . BRIKES S HEENRAS
BURFHTEENRR E&- HERRSER, BAORE R~ RN RERR
BE, AEFRIENE.

FR BRI A REIB Y, R UE LS~ HEN S RN EE—
URF, BESr A& LLFE!

Zhuhai Bincolor Electronic Technology Co., Ltd. Is founded in May,2010, it is a
high-tech enterprise which is dedicated to development and manufacturing of
LED control systems. Bincolor has a core team with many years extensive industry
experience, and strong research and development strength in the LED field. Our
products are widely used on various occasions such as billboards, building
lighting engineering, indoor decoration lighting, etc.

We insist on Management ideas of "technology-based, customer-respect", and
we develop and produce our products based on the concept of"quality first,
innovation and development". Moreover, we provide customers with attentive
service. Relying on our strong technical force and the continuous improvement of
quality assurance, production, sales and service system, we are able to provide
first-class products, best solutions, and thus create values for customers.

Customer’s success is our success. Bincolor technology is committed to
professional products and honesty cooperation to treat every customer, and is
willing to create a mutual brilliant future with all the customers.

Our products meet international standards, OEM and ODM orders are welcome.

vww.bincolor.com
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PROJECT CASES

TiERH

Exhibition Moments

0-10V/Artnet-SPI/DMX/DALI/TUYA FaEi TR LT S

We are leading manufacturer of LED controllers
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ARTNET Controller (¥=#188) 9-10

ArtNet-DMX512
BC-DMX4

BC204

DIN Rail Series Controller (SR5W & 5iz%188) 1112

yy o

Wy, =

DMX512 Decoder
BC640-DIN

0/110V Dimmer
BC331DIN

L %

DMX512 Decoder
BC-831/833/834/835-DINRI45

_‘\“\“&nnl ",'

T

DMX512 Decoder
BC632DIN

DMX512 Signal Converter
BC835010V-DIN

DMX512 Signal Amplifier
BC8I2DIN

BC216

-~
)

. :;‘L‘].LLI\MI Wiy,
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DMX512 Decoder
BC-624-DIN

DMX512 Signal Converter
BC835010V-DINRI4S

DMX512 Signal Amplifier
BC8I2DINRI4S

DMX512 Decoder
BC-831/833/834/835.DIN

LED PWM Repeater
BC-963/964/965-DIN

T Series Wireless Remote Control/R Series Receiver (TRFIELERZ B/ RATIIZUREE) 13-14

THE¥ ra=>-}

(Dimming) (Nw-ww CCT)

(CV3AX3CH)

05

T3RGB T4 RGBW
(RGB) (RGBW)

R4 R3M
(CV5AX4CH)

(CW-NW-Ww CCT)

(CV3AX3CH)

&R

R4M
(CV5AX4CH)

T&R/5K T8 RGB/RGBW/ 53X

(Dimming/Multi-zone)  (NW-WW CCT/Multi-zone)  (RGB/RGBW/Multi-zone)

R4-24G R4-CC-433M/2.4G
(CV5AXACH) (CC 350/700mA X 4CH)
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P/PX Series Touch Panel Controller (P/PX&FIfbiEERIZHIZR) 15-16

€20 0 ¢

PP P2/PX iR P3/P3XRGB P4/P4X RGBW PS/P5X i3/ 53X P6/PBX B3R/ 53X PI/PIXRGB/ 3 X P8/PBX RGBW/43 X
(Dimming) (NW-WW CCT) (RGB) (RGBW) (Dimming/Multi-zone) (NW-WW CCT/Multi-zone) (RGB/Multi-zone)  (RGBW/Multi-zone)

K Series Rotary Controller (KRFUGEHEHI2S) 17

5

K3
(CV4AX3CH) (CVA4AX2CH) (CV4AX3CH)

Waterproof controller (Fszkiz#izg) 18

Waterproof DMX512 Waterproof 1-10V BC-964-WP

Waterproof Constant Voltage RGBW Controller
BC-804-WP BC-331-WP

BC-R4-WP

Multi-function RGBW/RGB Controller (2Xh#ERGBW/RGB#HI28) 19-22

<

BC-356 BC-354RF BC-300 BC-390RF
(CVAAX6CH) (CV5AX4CH) (CVBAX4CH) (CVBAX3CH)

: :tfcf

¢, 2

/-

BC-380-6A BC-350RF 5 TY2- PWMIOV
(CV6AX3CH) (CV6AX3CH) (CV4AXS5CH) (CV10AX 1CH)

LED Dimmer (LED i#¢28) 23-25

BC-322-6A BC-311RF BC-312-4A BC-319 BC-320-6A BC-320-CC
(CV6AX4CH) (CVBAX3CH) (CV4AX1CH) (CC350/700/1050/2400mA X 1CH) (CVBAX1CH) (CC350/700mAX 1CH)
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BC-321-10A T1+1-010v/ TI+R1-010V/ P1-010V BC-320-010V
(CV10AX1CH) PWMSV/PWM10V PWMSV/PWM10V DMX512-RDM Controller DMX512-RDM Decoder
BC-800 BC-844
More 0/1-10V Dimming Driver 0/1-10ViA#IRENES) 26 . - =

QY[R 0/1-TOVR KRR ) DMX512/RDM Signal Amplifier (%S B %) 35-36 45

. -

VS N <D s
Y "‘-\ ) \ 4 \ 4 BG-818 bo.862
BC-331-6A BC-331-10A BC-331-16A BC-330-10A BC-330-5A BC-330-CC

(CVBAX 1CH) (CV10AX 1CH) (CV 16AX1CH) (CV10AX1CH) (CV5AX3CH) (CC 350/700/1050mA X 1CH) 3

DALI Dimming Driver |Dimming Signal Converter{ DAL i@ IREN2S | A S SHR3E ) 27-28

BC-812-R0M BC-812

DMX512 Signal Decoder (DMX512 {£ S##388) 37-38

BC-341-LED BC-343-LED BC-344-LED BC-334-PWM5V/PWM10V
(CV10AX1CH) (CVSAX3CH) (CVRGB:3AX 3CH W:9A X 1CH) (0/1-10VEEPWMSV/PWM10V)

BC-802-6803/8806/1809/9813/

X 1 3001/2801/1814/6812
W ‘R:/
y Tz 2
BC-344-010V/PWNISV/PWMTOV BC-834-010V/PWMSV/PWMIOY BC-964-0TOV/PWHSV/PWMTOV LED Power Repeater (LED 3h%4" &%) 39-40
(DALI%010V/PWMSV/PWM10V) (DMX51285010V/PWM 5V/PWM10V) (PWMEE010V/PWM 5V/PWM10V)

Pixel Light Controller/32CH DMX512/ROM Decoder (&= XT#%I38/DMX512/RDMRHE ) 29-30

BC-961 BC-962 BC-963 BC-964
& i (CV10AX1CH) (CV8AX2CH) (CVSAX3CH) (CVRGB:3AX 3CH W:9AX 1CH

or SAX4CH)
y Ei S sl F5
i B e R Vg
BC-100 BC-632 ’ N~ S
\. o e / ./
DMX512/RDM Decoder (DMX512/RDM fig5323) 31-32 N
BC-960-5A BC-960-8A BC-960-10A BC-981 BC-984
=3 : 5 (CV5AX3CH) (CV8AX3CH) (CV10AX1CH) (CV10AX 1CH) (CV5AX4CH)
/ ] - [y LED Pixel Light Controller (LED X0%52%1%8)
: / i Y ixel Light Controller (LED £1%24%128) 41-44
. J . A {
BC-831 BC-831-CC BC-832 BC-833 ' ac-\aaf\’
(CV10AX1CH) (CC 350/500/ 700/1050mA) (CV8AX2CH) (CV5AX3CH) (RGB:3AX3CH W:9AX1CH or 5AX4CH) L e .
. o/ < % It _
[ ]
~ BC-201 BC-210 BC-294 BC-LRO1
BC-803 BC-824 BC-853/853-CC BC-809 BC-854/854-CC UEM /[]DM PTU]ECtS (OEM /ODM pd) ) 46
(CV5AX3CH) (CV3AX24CH) (CVBAX3CH) (CC 350/700mAX 3CH) (CVRGB:4AX 3CH W:12AX 1CH or 6AX 4CH)
(CC 350/700mMAX3CH) (CC 350/700mAX 4CH)
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Professional LED controller R&D and manufacturer

ArtNet-SPI/DMX Pixel Light Controller
ArtNet-SPI/DMX &= ATl 23

Product Introduction:

This Ethernet-SPI/DMX pixel light controller is dedicated to converting the Ethernet signalinto SPI pixel signal,
which is designed for large project with high-density pixel light, such as matrix panel lights, construction's
contour lamp, etc. Besides converting Ethernet-based control protocolsinto various LED driving chip signal,italso
outputs DMX512 signal at the same time, convenient forthe connection of differenttypes of led lamp, and to
achieve the unified control of all kinds of ledlamp in the same project.

& Ethernet-SPI/DMXRRITIEHIB R — R UKMIE SEMSPIEENEFIR, ERTAAENBEERRT TEMI
it, WA R EARAT, BRAVIMZ R ERIT F. © R E T LUARMBEHE N KA SHERIDNR BEGE S, R ER 06 S
DMX512155, AEAFBARRMENITR, LI TR EPABITRNS—EH,

Support Ethernet DMX protocol ArtNet, E1.31
ZFMLEDMXIMYArtNet, E1.31

ArtNet-DMX512 Controller ArtNet-DmMx512 sx%uss

ZHF8EFHERY, 161 RFIRR
Support 8 timing play, 16 recording effects

- @ ‘ '
screen

OLED screen Online upgrade SD record/play function Micro SD 8G card

OLED &I & ELFR

With OLED screen, easy to operate.
Support Ethernet DMX protocol ArtNet.
Supportonline firmware upgrade.

Built-in test mode, SD record/play function.

Support maximum capacity Micro SD8G memory card
(equipped).

Use a DMX output with indicator light,easy to operate.

R ERIhEE Micro 8GHF

= OLEDARSRERERRARIRE, BIEEME RS @
= TEMAEDMX Y ArtNeto

= TRELEHFAR.

= REMHE, SD&RHI/ABBINEE,

= HABEWDMXMEIERITE SR,

= AZFRABENMicro SDSGHTEF (BEEH) o

Inputvoltage DC9V(With adapter)
Inputsignal ArtNet
Outputsignal 4CHDMX512 signal

Dimension L145XW78.4 X H29.4(mm)

Weight(G.W) 410g

HNEIR DCOV(E =M BIRERD )
LPN ArtNet

HHES 4CH DMX512 signal

PR L145X W78.4 X H29.4(mm)

ERER 410g

Model

Working Voltage
TieeB[E

Output Current

i ER

Input Ethernet control prot
EPNP B N7
Output Control Chip
FHIEH|ICELS
Control Pixels
BHIBRER

OQutput DMX512
HHDMX512
Working Temp
IERE

Product Dimension
PR

DC5V-DC24V

TAX4CH(Built-in 7.5A fuse)
TAX ACH(RET SARRIGL)

V1:ArtNet V2:ArtNet, sACN(EL.31)
V1kgRZs: ArtNet V2HZE: ArtNet, SACN(EL.31)

2811/8904/6812/2904/1814/1914/5603/9812/APA102
/2812/9813/3001/8806/6803/2801

RGB:680 Pixels X 4CH RGBW:512 Pixels X 4CH
RGB:680fRFE = X4CH  RGBW:5128F m X4CH
One port(1X512 Channels)

-20~55'C

166X W111.5X H31(mm)

510g

DC5V-DC24V

3AX16CH(Built-in 5A fuse)
3AX16CH(RESARIL )

V1:ArtNet V2:ArtNet, SACN(E1.31)
VIR ArtNet V2kRZS: ArtNet, SACN(E1.31)

2811/8904/6812/2904/1814/1914/5603/9812/APA102
/2812/9813/3001/8806/6803/2801

RGB:340 Pixels X 16CH RGBW:256Pixels X 16CH
RGB:340f%FZ = X16CH  RGBW:256{% % 2 X 16CH
Two port(2X512 Channels)

-20~55'C

L260 X W146.5 X H40.5(mm)

1100g
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40/32/24CH DIN Rail High Power DMX512 Decoder DIN Rail & Screw Dual-Use Sh/#8mmE
SR ARIHEDMX512fR15 28

Product Introduction:

Thisseries of DIN rail & screw dual controller perfectly solves the problem of fluorescent light dimming system
compatible with LED lighting. It can control LED lighting with many traditional lighting intelligent dimming

' XD % 2 @ e L svaenesssnos) systems. And it meets the market demand perfectly because of its small size, convenient installation and many
L e types of features.
ERRER: b roRer S QRN el R ——]
MRS T2 D aner e ZRVISH/IBLFAREHE, TERARTRATAXRAESLEDRBERBNEA, USRS ERRAGEALR
jl ﬁ L ] SATHILEDIT Y, HURMGATN AEIBRREURMESHER, TERZETHER.
= - BTN (BTN S ® ® O croros
T e T e ST T .

(I AR E NN EEEEEREEE SRR BRSNS

CTIRETED RRSSREUD) (TSI

; 7 -
T, fA S

LED PWM Repeater 0/1-10V Dimmer

DMX512 Decoder
BC-831/833/834/835-DIN BC-963/964/965-DIN BC-331-DIN
DIN Rail Size: TS-35/7.5 or TS-35/15 A
SR TS35/7.584T5-35/15
= / R
8bit / 16 bit 8 bit/ 16 bit "~ e )
3-digital-display shows DMX address code SHAEBE £ FDMX AL e ~ . >
POINTS DIN Rail &Screw dual-use S/ ELTHARREST DMX512 Signal Amplifer DMX512 Signal Amplifier DMX512 Signal Converter DMX512 Signal Converter
ERES 4096 grey scales each, flicker free i, BC-812-DIN BC-812-DIN-RI45 BC-835-010V-DIN BC-835-010V-DIN-RI45
- Wrong wiring protection at DMX input port SHA096RIKEE, BHTHA
Power loss memory function. DMX{E SIRHELERIF, i=BITIZIhEE

DIN Rail Conjunction Diagram (S#hig4 R EE)

= DMX Signal DMX Signal 85-265VAC
Iy
\ \"'_‘llu i icd L
b .\'WA%_‘ N
-
Model
me BC-640-DIN BC-632-DIN BC-624-DIN
;%p)‘\‘g;mge DC12V-DC24V DC12V-DC24V DC12V-DC24Y
%u;ip%;i“”e”f 3AX40CH 3A%32CH 5AX24CH
i
Output P
mUﬁp;J ﬁower 1440W(12V)/2880W(24V) 1152W(12V)/2304W(24V) 1440W(12V)/2880W(24V) E2ECEE EOTLE0EE EETECES
Input Signal ) 7 ) ) : ) ) 5 @ o @ @ J/@ @ I @ Power Supply
waES DMX512, 8Bit.16 Bit selectable(&] ) DMX512, 8Bit.16 Bit selectable(FTE) DMX512, 8Bit. 16 Bit selectable(al%) 12-24VDC (R
Output Signal Constant Voltage Constant Voltage ConstantVoltage A N
HHES 1BEPWM BEPWM EEPWM o 5 o
DMX512 Socket RJ45/Terminal block RJ45/Terminal block RJ45/Terminal block § 5 ; 5 212 DIN Rail Size: TS-35/7.5 0r TS-35/15
s 2
DMX5124%EE RU45 /i Lk F R4S/ Btkim T R4S/ F z o z N z 8 SHRF:TS-35/7.58TS-35/15
" . o m
g‘g};ﬁmmens’o” 1218 X W90 X H58.5(mm) 1218 X W90 X H58.5(mm) 218X W90 X H58.5(mm) 3|a 8la 8la
o o o

- o . o

ﬁ?fggw) 460g 440g 480g : :
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(FCC 1D: 2APBAT1)

R3(3AX3CH) R4(5AX4CH)
Mini Controller Conventional Controller

Wall bracket (&)

Feature function

= Automatically adapts to LED light which works from DC12V-24V.

= Thereceiver canimplement features such as dimming, color temperature control and RGB/RGBW.

= Using RF remote control, the wireless signal is with strong penetrating power, no limited to direction or obstacles,
and can control the multi function of ON/OFF, pause, change mode, brightness and speed, etc.

= 10 strobe&fade change modes, with 4096 grey scales per channel, led lamp is more rich and vivid without flash.

IEet =

= $ZUEE B EhER DC12V-24V TR ESEEPIAY LED T8,

= FIRBRR S RDSNAEIIAENEITEE, KWEY, BEEER, BRGB, RGBW,

* REZIZGHNER, BLESEENR, RAE2ARMERYRG, AHEHFx. 86 BUEX, ATRE. REZZMINEE.
= 10 %k, HETHER, SBBE4096RKE, FTITHRNARTIAA.

Single-zone series (BB X & 51))

A~ 1

A » QO -

D R
[ (D@
B B

N i@x 12 &8 T3RGB TARGBW S &8
(Dimming) (NW-Ww-CcT) (RGB) (RGBW) (CW-NW-Ww CCT)

BINCOLOR’

Professional LED controller R&D and manufacturer

(FCC ID: 2APBAT1)

Product Introduction:

These are the universal controllers for entire color changing, which adopted high-performance microchip and
the most advanced PWM (Pulse-Width Modulation) controlling technology. It can control all 4-pin 3-loop LED full
color lights. With 433.92M frequency RF remote control, it can accept the control of multiple remote controls, no
limit to direction or obstacles. And it is available only within the valid range. With one remote control, it can
control 4 zone's controllers without interfering each other.

ZIEHISR RO B RN E AT A IHRESH 2R, RAPWM (B B K EHl5 A, ATl pr H AR IMNL = B8
LEDSFZAT 15 = G0 ECH433. 92 MBI R FIRFBIZ SR, BEIER S D ER BRI, AR A MM RRYIRS, EEMIEE NN
R SHTIR, — MEESREEEN S KNEHSMAREETH.

10 strobe&fade changing modes , with 4096 grey scales per channel, led lamp is more rich and vivid without flash

10 FhBk. HLTURI, S@E4096RKE, BT ITLRMARLIMA

Multi-zone series (93 X & 51)

\ (o)

Touching leads to life
bz, 5| MEE

R3M(3AX3CH) R4M(5AX4CH)

T6 38 T &35 T8 RGB/RGBW
(Dimming) (NW-WW-CCT) (RGB/RGBW)
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P Series Touch Panel Controller
P A 5! b IS E AR 15 4 58

Single-zone series can compatible with
» T series wireless remote control
(RXARVITHEETRATITELEITR)

Product Introduction:

This P series touch panel controller is consist of Single zone series and Multi-zone series, it is wildly used for
commercial/office/household lighting, workable for dimming, color temperature, RGB and RGBW control. P5, P6,
P7 and P8 are DMX512 control panels, used for DMX512 lamps, P series could satisfy the controlling demand for all
kinds of LED lighting products.

PRIMBEREHBCEEXARRINORERS], BREETHI/NA/REBENLEDIRBITHIE, FTRMIAN.
FAEE. RGB. RGBWHIFHER!, HAsSXARFGIP5, P6. PT. P8ADMXS124EHIEIR, BILUEHIDMX512/TA, tbRGIA
BIEHIBREHE TS MAELEDRB RN R E.

Single-zone series (B2 X &%)

“ po & o ree 7= -
7 o7, B &) < 2 < 2
| f"/ ,u/ ! | ,“/ /u/ O ,“/ ,‘;/ O r/
. o e “ % 7z -
- ~ ~ -~ ~ ~ =
L } e — - 4 -
P1Dim P2CCT P3RGB P4 RGBW

Multi-zone series (9 X &%)

o= G <" % (e ; 2y fa I =) Ve = = GGz, 23 %
~ </ SR = -~ - -~ -~ L B = S By
e \\ 7 % { [ e (o /= P
v@ © ) )™ vg © _J 2 © & s © Y
pe e 7 F~ A a fa B A= e - s % I 7 P
Yy 'e Yy Ry 8 & 2 '8y R, g, '8, B R, 6, "8, fw
P5 Dim P6CCT PTRGB P8 RGBW

15 www.bincolor.com
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Professional LED controller R&D and manufacturer

PX Series Touch Panel Controller
P XZ 5 i 18 E AR 45 41 32

@
\"\"\ % X"/" Q

-
. = \; :’:M.:&"
: —_ ~
.=
R4-2.4G(5AX4CH R4-CC-433M/2.4G
L ( ! (350mA/700mAX4CH) _

DMX512 Single-zone series (DMX512 B X & 51)

! (‘/ ,“/ o \ ,'/
/7 F i - '
R > Y
P1X Dim P2X CCT P3XRGB P4XRGBW

DMX512 Multi-zone series (DMX512 5 X &%)

2 z 73, 2 z (= z 3 lz A Vs (m = 7. “
VRN 1% 9 % B @ y = & Y
77 o e + [ I 0 I I i
« ® ) v o ¥ % O Y ® o -
(
L
B, @& ¢ = m m @ 6 i e, () 7@ e 2 & i@
2%y &y Yy Yy & e Ry 18 Ry e J SR
P5X Dim P6X CCT PTXRGB P8XRGBW

www.bincolor.com 16
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K Series Rotary Controller k& 5isesa 4158
R
4

K1 Dim (4AX3CH) K2 CCT (4AX2CH) K3 RGB (4AX3CH)

(1 ono 1

G [ I |
Brightness value Frequency value Color value

REE MRE HaE

Optional output frequency 0.5K. 1K. 2K. 4K. 8K
B HSTER0.5K, 1K, 2K, 4K, 8KAT 1%

Feature function heEfF =

= Automatically adapt to LED light which works from DC12V-24V. BhERNDC12V-24VI 1B &,

= Fashionable appearance, simple operation, standard 86 style socket, = SNUNET I, IR VRS S, AT SR R R, B TRkt
easy toinstall and disassemble. F4RE,

BISRIIESE AR RGB=FRE,

BiBIE2048RIX A, T KT RFAAREINA

SIS BTN RRE, REEEW S E,

convenierntoperation. « BRSNS TS, B A,

= Using Encoder rotary knob, instead of potentiometer, more durable.

= Workable fordimming, color temperature, RGB control.

= 2048 grey scales per channel, led lamp is more rich and vivid without
flash.

= Threedigital tubes display the currentvalue, more intuitive and

Compatible with
T series wireless remote control
AHEERTRIIT LR

w

BINCOLOR’

Professional LED controller R&D and manufacturer

Waterproof Product

Waterproof Constant Voltage RGBW Controller

B 7K 18 FE BYR G BWHE Il 28
0 ﬁ% @Q
Short circuit protection Over current protection RFRemote control
R SRR Rf B8

OF DMX512 Constant Voltage Decoder BKDMX512-RDM 18/ #2152

= 4 channels output

= Automatically adapts input voltage DC12V-24V
" AEERE

= BENEMDC12V-24VEBEHIA o

Waterproof 1-10V dimming driver 95 7K 1- 10 Vi 46 R 28

= Compatible with major brands dimming systems interface

7@/
N wasARRREEARGED

Waterproof 4CH high frequency Constant Voltage LED Repeater Bk saie E RLE DY /& 58

= Work with LED controller, DMX512 decoder, LED dimmer for
synchronous control

= FIARALED#EHIEE, DMX51262E5 28, LED AL 28 SR ML BX AN 1225




Sipcorae T W LED¥E #l 88 B & § & &

DIMMING/CCT/RGB/RGBXY/RGBWXY
6CH Controller 7~ & #= %128

b~

WJ'l |

[ B
EVERY LIGHT YOU CONTROL

LED DIGITALTUEB / DIY COLOR / OVER CURRENT / SHORT CIRCUIT PROTECTION
HBERR | DIYHE | IRKEE | EBRREP

Input voltage DC12V-DC24V BWNER DC12V-DC24V

Max load current 4AX6CH BARHBR 4AX6CH

Output power 288W(12V)/576W(24V) | I 288W(12V)/576W(24V)
Scalelevel 4096 level X6CH BWNES 4096%% X6CH
Brightness level 0-100/0-255 TRERS 0-100/0-255
Dimension L176xW46xH30(mm) PR L176xW46xH30(mm)
Weight(G.W) 125g FmEE 125g

BINCOLOR

Professional LED controller R&D and manufacturer

RGB/RGBW Timer Multifunctional Controller
TE BT Z IheEIE 28 BC-300

40 built-in Modes, 4 DIY programming Modes,
A0 BRI, 4THDIYBRIZET,

4 combined modes and 1 decoded mode
AFAAESIER, 1MREIER

Multiple DMX512 signal interface(Z#DMX512/5 S#0)

| I

Terminal block

BEAmT

Rotary RGBW Controller xz$ERGBwiz 4188

Feature function

= 37changing modes such as skipping, smooth, etc., RGB 4096 -
greyscale levels each.

= The LED digital tube indicates current mode. = ™
= 4dimming rotary knobs, can DIY your favorite color.
= 5.0ver current protection and short circuit protection

= 37 FEk T TR, RGBWE4096 Tk ELRo
= LED¥ISE SR Maifess, EE, RE, EWHET .
= 4N AYEHESE, BEDIVHIRE MBI o

= RRIP, BRI

Mndel Mndel

IﬂputVoltage Input Voltage
AN BE DC12v-DC36V 8\ E DC12v-DC24V
Output Current Output Current
EE Sty el 5AX4CH
ITpilt Siepial DMX512 utput Foer 240W(12V)/480W(24V
BAES RHInE vy )
DMX Interface XLR-3, RJ45, Terminal block Grey Scale
i = X
DMXfEDT XLR-3, RIS, BLHT RS el icy
Working temp 20:55°C Remote Control Distance 60m without obstacle, 30m with obstacle
TERE e BIZES FTREERI60K, HREEYI30K
i Product Di i
ise JeE DR on L145X W88 X H30(mm) IR LI76X W46 X H30(mm)
PR @R
Weight(G.W) Weight(G.W)
Jp 376 e 210,

] & FRER g
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More RGB controller (EZRGB 1= #123)

J }‘
S
Model
Me BC-390RF BC- 380-6A BC-350RF
Input Voltage \V-DC24V _DC24 \V-DC24Y
N DC12V-DC2 DC12v-DC24V DC12Vv-DC2
e e 8AX3CH 6AX3CH 6AX3CH
OULDUTR W 290W(12V)/580W(24V) 216W(12V)/432W(24V) 216W(12V)/432W(24V)
BiThE
Grey Scale X X %
RS 4096 levels X3CH 4096 levels X 3CH 4096 levels X 3CH
Remote Control Distance  60m without obstacle, 30m with obstacle IR remote,10m without obstacle 60m without obstacle, 30m with obstacle
BRES TEIEESHI60K, B FEFSI30K IRELE T, TPEFRL0K FTREESYI603K, B RERYI30K
Product Di i
e L165X W56 X H36(mm) L142XWT3XH30(mm) L176X W46 X H30(mm)
Weight(G.W)
210, 415, 210;
FREE & & 6

Tuya smart 3CH controller (i ¥5 & &85 Iz HIEE )

Tuya Smart f:::';g, I —

oy, [
e
' "‘[l A 34 e 'b 5CH controller " . 5 “’"" Jie~

1 5 fo3 | 58

10

InputVoltage DC12v-48V BNEBE DC12V~48V

Output Current 4A%5CH BARMHBR 4AX5CH

Output Power 240W(12V)/480W(24V)/ T20W(36V) 960W(48Y)  HEItHEATIE  240W(12V)/480W(24V)/ T20W(36V)/ 960W(48V)
Output Constant Voltage PWM itk {EEPWM

Dimming Range 1%-100% AYEE 1%-100%

Grey Scale 4096 levels x 5CH TRERF 40964kx5CH

PWM Frequency 1180Hz PWMSTZE 1180Hz

Product Dimension  L176x W46x H30(mm) ERRT L176 xXW46 xH30(mm)

Weight(G.W) 120g 582 120g

BINCOLOR

Professional LED controller R&D and manufacturer

TUYAWIFI =S iEYe 88

Product Introduction:

This series LED color temperature controller (C&T controller) is a universal high-performance C&T controller,
which adopted the most advanced PWM (Pulse-Width Modulation) digital brightness-adjusting. Changing the
colortemperature by adjusting two different light colors, it suits for all 2 channel LED lights.

ZARY LEDBRIEF B2 —MB LN BEREEH S, RAPWMEKERAT)BFZURERTRA; B RTRBEARR L
BHLEDH#TERAT, EATFRFIMAERARAIBHLEDRBITAS &, TRAMMPCTERERIR, EMAAS, Kl
A

LED Signal Dimmer (LED 5 @28 )

LED CONTROLLER oo O
; tuya Wil i [ls)o 6=

O e bt o
o RN m/u o

€ G o

—ou PR el PO ®

TY2-0/1-10V TY2- PWM5V TY2- PWM10V

Input Voltage

HNEBE AC85-265V

P S AC85-265V

gz;iguuép%;furrent(ACOUT) 10AX 1CH

;/lﬁaé%irgt;%%\ Current(QUTPUT) 40mAX2CH

Output Signal 0/1-10V Analog Signal PWMS5V Signal PWM10V Signal
WHES 0/1-10VEMBERES PWM5VIES PWM1OVIES
%Wﬁgég Raree 1%-100%

;ﬁ:u:}'%c%mmemo” L176xW46xH30(mm)

geéght(e.w) 120g

Scenario application

HENMA

Commercial lighting Home lighting Office lighting
(7L BRBA) (REHREA) (2 ERER)
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Timer Dimmer 838 H 2%
KEEAT B AT #2188 Aquarium & Plant Light Controller

Product Introduction:
This timer dimmer is 4CH output, it can adjust the brightness based on the set time. Users also can insert a

variety of special lighting change effect, which can be customized or recorded by the DMX console, simulating
light change in the nature perfectly, suitable for commercial lighting, plantlight and aquarium light etc.

ERERIRE SR, TR LURHIERAT R, RIRIR BB B TR B, H BN S M R T TR, T B LR

AILABEX, WA H AR ERTAEDMX5 128 AR A, AT SR B AR ML, AT A Fist EEn L RA, i
BT LU FEFIEMAT, KIRAT.

Make dim follow your time

1 manual mode 4 timing mode 12 change effect 4 kinds record function
1 FaniE 47 E R 12/ R AT REIThRE
Built-in real time clock system, and can Four-channel output, each Perfectly simulate the light You can use standard DMX512
set any time & any brightness. channel can be configured changes in nature, console to program and record
and timing dim independently. as aspecial effect mode.
RZ LB RS, RGBT EEE T, SEEnT FISEEEME B AR AR DMXIE A R e

HdiE, FERE. MRITEE, I E R, R T o T B S S St

e | 503260 80322 4

Working Voltage DC12V-DC36V TiFEE DC12V-DC36V

Output Current 6AX4CH e 6AX4CH

Output Signal PWM mEes PWM

DMX Interface XLR-3, RJ45, Terminal Block DMXEED] XLR-3, RJ45, &l
Working Temp -22°C-55°C TiEERE -22°C-55°C

Product Dimension ~ L161XW100XH30(mm) EERT L161XW100XH30(mm)

Weight(G.W) 480g ERER 480g

BINCOLOR

Professional LED controller R&D and manufacturer

More LED Dimmer (EZLEDIE ¥ 28)

Model
BC-311RF BC-312-4A BC-319

Input Voltage

12V- DC12V-24V y
WABE DC12V-24v DC12V-DCABY
%“ép%%”"em 8A/CHX3 4A/CHX1 350(700,1050...Max2400)mA/CH X 1

Output Power

= 290W(12V)/580W(24V) 48W(12V)/96W(24V) 12V~48V:1-12pcs 1IW(3W,5W...11W) LED
ey ocale 4096 levels X 3CH 4096 levels 4096 levels

TREERS)

Remote Control Distance  60m without obstacle, 60m without obstacle, 60m without obstacle,

BITER 30m with obstacle 30m with obstacle 30m with obstacle

Product Dimension

=0 : ! L165X W56 X H36(mm) L172X W36 X H25(mm) 125X W45 X H36(mm)

FERRY

V‘Vetilgitr(f.w) 205¢g 90g 135g

FmEER

More LED Dimmer (E£LEDIE ¥ £8)

Model
BC-320-6A BC-320-CC BC-321

Input Voltage

% 4 DC12v-24V
5 \EBIE DC12V-48V DC12V-DC48V
OutnltCUent 6A/CHX 1 350(700)mA/CHX 1 10A/CHX 1
M=
Output Power T2W(12V)/144W(24V)/ .
W= 216W(36V)/288W(48V) 12V~48V:1-12pcs 1W(3W) LED 120W(12V)/240W(24V)
Grey Scale
RESR 4096 levels 4096 levels 4096 levels
Remote Control Distance IR remote,10m withoutobstacle IR remote,10m without obstacle No
BIZEE THMBE, EFERGL0K IHMELR, TRERR10AK x
Product Dimension
o Rt L87 X W8T(mm) L87XW87(mm) L87 X W87(mm)
WelahtiGw) 170g 170g 150g
FRES
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CULEDEHBHAHES

LED Signal Dimmer LED{z S @88

Product Introduction:

This series LED signal dimmer is AC85-265V input, and output AC85-265V and 0/1-10V analog signal PWM 5V,
PWM 10V signal. Easy toinstall, it’ ssuitable forcommercial or household standard 86 type socket base.

ZARFILEDIE S 88, BT LU EHI NACB5-265VER [E, HItHAC85-265VEBEMO/1-10VIEMES . PWM 5V, PWM 10ViE
2, REAE EATHINREMESCEFXBERENRE,

{ output, 100 brightness level
B, A 100K = AN EE

T1+K1-010V/PWM

LIS
I
R ot
5y

oy
=/

T1+K1-010V/PWM T1+R1-010V/PWM P1-010V BC-320-010V

Input/Output Voltage

o ACB5V-265V ACB5V-265V AC85V-265V ACB5V-265V
éﬁ;ﬁ%‘;{”"e”t 108 10A 108 10A
%ﬁg;ignal 0-10V(PWM 5V/PWM 10V) X2CH  0/1-10V/PWM 5V/PWM 10V 0/1-10VX 2CH 0-10V
gj‘gﬁ“;’g _Z;%é‘;}ﬁc”"e”‘ 40mAX2CH 20mA/40mA/40mA 20mA 20mA
f{gegﬁo@t%ControlDistance 40-50m 4050 / -
f!:c.udR“g Dimension | g6 s wesxHs1mm L135XW30X H20mm L86X W86 X H36mm L8TXW8Tmm
ﬁ:ﬁg;‘jam 170g 88g 190g 200g

25 M
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BINCOLOR

More 0/1-10V Dimming Driver (£%0/1-10ViA ¥t IRz 28)

Model

BS
Input Voltage
MARE

Output Current
A R

Output Power
ElepZiES

Input Signal
AANES

Output Signal
RWES

Product Dimension
P RRT
Weight(G.W)
FRES

More 1-10V Dimming Driver (£ 1-10ViA ¥ iEzh28)

DC12v-DC24V

6Ax1CH

T2W(12V)/144W(24V)

DC12v-DC24V

10AX 1CH

BC-331-6A BC-331-10A BC-331-16A

DC12v-DC24V

16AX 1CH

Potentiometer, active/passive 1-10V.or PUSH DIM

FBALER SN . FEIR1-10VEEPUSH DIM

Constant Voltage PWM
TBEPWM

L135%W30% H20(mm)

48g

120W(12V)/240W(24V)

0/1-10V.or PUSH DIM

Constant Voltage PWM

192W(12V)/384W(24V)

0/1-10V or PUSH DIM

Constant Voltage PWM

[EEPWM

L176X W46 H30(mm)

130g

{BEPWM

L176X W46 X H30(mm)

130g

Model
BC-330-10A BC-330-5A BC-330-CC

InputVoltage
MARE

Output Current
i
Output Power
EeprES

Input Signal
HWAES
Output Signal
RAHES
Product Dimension
@R
Weight(G.W)
FREE

DC12v-DC24V

10AX1CH

120W(12V)/240W(24V)

Active/passive 1-10V or 100K potentiometer

BiR/FEL-10VE100KEE L

Constant Voltage PWM
BEPWM

125X W45 H36(mm)

85g

DC12v-DC24V

5AX3CH

180W(12V)/360W(24V)

Active/passive 1-10V or 100K potentiometer

HiF/FER1-10VE 100K L

Constant Voltage PWM
1EEPWM

L125X W45X H36(mm)

100g

DC12V-DC48V
350mA(700mA, 1050mA) X 1CH

12V~48V: 1-12pcs IW(3W,5W) LED

Active/passive 1-10V or 100K potentiometer
HiF/FAR1-10VE100KEB L

Constant Voltage PWM
1BEPWM

L125X W45 X H36(mm)

90g

www.bincolor.com
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DALI Dimming Controller pALI i@3¢3xzh3e

Product Introduction:

This LED dimming driver series inputs standard DALI signal and adopts the most advanced DALI standard IEC62386.
It can meet with any equipment in line with the DALI protocol on a bus control, and realize the LED lighting products
and traditional lighting integrate within the same set of lighting system. It is with short circuit protection, over-current
protection, which make the LED lamps more stable and avoid the damage of the LED lamps.

DALIRFILEDEH IR B4 ANITAEDALIE S, KA T RFMHDALI#REIEC62386, AISEAIMEDALI K& RE
E—HB%EE, SULEDRBF-RBRELARPMSEN—ERBRALAEE, TMATHEHER. SRHFEP, ELEDITA
BRELME, BREMTERRT.

BC-341-LED

Professional LED controller R&D and manufacturer

Dimming Signal Converter Series
BAHRESEHRBRT

Product Introduction:

This LED Dimming Driver is a high performance signal converting controller, it works for different signal
conversions, can control many kinds of dimming signal driver and lamps by a set of dimming system.

ZRIIBNESKRBIE S EENELESHIREENE, HETRNANRESEIR, IUA—EBEARAZFSM
TEBENIESHIERDEHEITA,

4 isolate output channels
Optical isolation protection at input port

AR RIRES, AL BRERIE

Model
BC-334-PWM10V/PWM5V BC- 344-010V/PWM10V/PWMSV BC-344-010V/PWM10V/PWMSV-LV

Input Voltage

BC-344-LED

BC-343-LED

Model
BC-341-LED BC-343-LED BC-344-LED

Input Voltage

BASBE DC12v-24V DC12V-24V DC12V-24V
Qutput Current
X A 5
4 7 10AX1CH 5AX3CH RGB:3AX 3CHW:9A X 1CH

Output Power

120W(12V)240W(24V)

180W(12V)360W(24Y) RGB:36W X 3CH W:108W(12V)/

HHThE RGB:72WX3CH W:216W(24V)
Input Signal DALI Dimming signal DALI‘DinerLngslgnal DALIDimmingsignal
EPNCE DALHEY IS S DALIE(ES DALIERIE 2

Grey Scale 4096 levels 4096 levels 4096 levels

REER 40964k 4096%% 40964

Product Dimension
FEERT

Weight (G.W)
FRER

Feature Function
R

27 www.binco

L176 X W46 X H30(mm)

125g

L176 X W46 X H30(mm) L176X W46 X H30(mm)

140g 145g

WRRIF, R
Qver current protection,Short circuit protection

DC12V-DC24V

AC85V-AC265V

DC12V-DC24V

BB

Input Signal 0/1-10V Analog Signal DALI Signal DALI Signal

HWNES 0/1-10VEEMES DALIES DALIES
%"éﬂfg'g”a' PWM10V/PWMSY 0-10V/PWMLOV/PWNSY 0-10V/PWM 1OV/PWM 5V

Product Dimension

e L176 X W46 X H30(mm) L176 X W46 X H30(mm) L176 X W46 X H30(mm)
ERRY
Weight(G.W)
14
ERES 1358 e 145¢

BC-834-010V/PWM 10V/PWM 5V BC-964-010V/PWM 10V/PWM 5V

InputVoltage

DC12v-DC24V

HMABE

Input Signal CV, CC PWM Signal
WAES SRR BT, IEREPWMES
%ﬁiﬁ'g"a' 0-10V/PWM 10V/PWM 5V 0-10V/PWM 10V/PWM 5V

Product Dimension
FEERT
Weight(G.W)
FRER

L176X W46 X H30(mm)

175g

L176X W46 X H30(mm)

www.bincol

r.co
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Pixel Light Controller &= 4= %188

TLGEISTNRE, AITRIEREHIRE

With RF wireless remote control, can choose changing modes.

(BEATIEHIES

Pixel Light Controller

ZHSPIESHH ‘ OLEDRE@EREET | SERIRHRS

Multiple SPI signals output With OLED screen Real time clock system

Working Voltage DCYV(With adapter) TireBE DCOV (Bdra 7RIS Bl 28)
Output Signal DMX512. SPI HHES DMX512. SPI

DMX Interface XLR-3,RJ45 Terminal Block DMXi# XLR-3,RJ45 ¥ £kim O
Working Temp -20°C-55°C TERE -20°C-55°C

Dimension 145mm x 78.4mm x30.5mm FEa RS 145mm x 78.4mm x 30.5mm
Weight(G.W.) 410g FRER 410g

BINCOLOR

Professional LED controller R&D and manufacturer

32CH DMX512/RDM Decoder

DMX512/RDMfi##S 23

Input: 5V-24VDC
I(out): 3Ax32CH Max 96A
P(out): (0~15...72W)x32CH

32 Channel 8/16 Bits
Photoelectric Isolation

Multiple output ports, easy for wiring

- SHUMLRD, REBAEERE

Feature function IhRENF =

= Selectable output frequency 1K.2K.4K.8K. « BT ATE, HIS1K. 2K. 4K. 8K

= fitHgammarh L AT A%,

= Realtime OLED display. « OLEDR B 2T

= 32channels output, 65536 gray scales. . 3VBEHH, 65536RIKE.

* DMXf#H3 3258 31611,

= DMXEECUEEBIRE, BWRAIEE.

= Qutput gamma curve can be adjusted.

= DMX decoding supports 8 bits or 16 bits.
= Optoelectronicisolation at DMX512 port,

built-inamplification function.

I T R TR T

Working Voltage DC5V-DC24V TEsE DC5V-DC24V

Output Current 3AX32CH AT 3AX32CH

Output Power 480W(5V)/1152W(12V)/2304W(24V) HIHINE 480W(5V)/1152W(12V)/2304W(24V)
Grey Scale 256 levels(8bit) /65536 levels(16bit) IREERS 2564%(8bit)/655364%(16bit)

Input Signal DMX512/RDM WAES DMX512/RDM

Output Signal Constant Voltage PWM Signal HHES 1BEPWMES

Output frequency 1K.2K.4K.8K selectable AR 1K 2K 4K, 8KAT i

DMX512 socket XLR-3R/RJ45/ Terminal block DMX5124/= XLR-3R/RJ45/52 LT

Control mode DIM /CT /RGB /RGBW 4 modes switch g DIM /CT /RGB /RGBW PuFf#E s /)1
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More DMX512 Power Decoder (E2DMX5125h 2 B! 755 28)

Mndel

InputVoltage
BN
Output Current
SRR
Output Power
HHIE

Input Signal
RAES
Output Signal
MHES

Grey Scale
RERF
DMX512 Socket
DMX5124 &
Product Dimension
@R
Weight(G.W)
FRER

DC12v-DC24V

10AX1CH

120W(12V)/240W(24V)

DMX512/1990

Constant Voltage PWM Signal

EEPWMES
4096 levels

Terminal Block
BAT

L176 X W46 X H30(mm)

170g

DC12v-DC48V DC12V-DC24V

350mMAL500mA, 700mA. 1050mA 8AX2CH

12V-48V:1-12PCS IW(2W/3W/5W)LED 192W(12V)/384W(24V)

DMX512/1990 DMX512/1990

Constant Current PWM Signal
[ERAUPWMES

Constant Voltage PWM Signal
BEEPWMES

4096 levels 4096 levels X 2CH

Terminal Block Terminal Block
BERTF BT

L176X W46 X H30(mm) L176 X W46 X H30(mm)

170g 170g

Model
BC-833 BC-834 BC-803

Input Voltage
HNEBE

Output Current
S R

Qutput Power
HHIE

Input Signal
WAES
Output Signal
RHES

Grey Scale
IREZRF

DMX512 Socket
DMX5124E =

Product Dimension
@R

Wewght(G W)
P aEE

31 www.bincolor

DC12V-DC24V

5AX3CH

180W(12V)/360W(24V)

DMX512/1990

Constant Voltage PWM Signal Constant Voltage PWM Signal

IEEEPWMES
4096 levels X 3CH

Terminal Block

L176> W46 X H30(mm)

170g

DC12v-DC24V DC5V-DC24V

RGB:3AX3CH W:9AX 1CH or 5AX4CH 5AX3CH
RGB:36WX3CH W:108W(12V)/RGB:7T2W X 3CH W:216W(24V) .
or 240W(12V)/480W(24V) 75W(5V)/180W(12V)/360W(24V)

DMX512/1990 DMX512/1990
Constant Voltage PWM Signal
BERPWMES EERPWMES

4096 levels X 4CH 256 levels X 3CH

Terminal Block XLR-3R port/ RJ45 port

FRAXL-3RF M RIS L E D

L176 X W46 X H30(mm) L125X W52 X H40(mm)

170g 315g

Professional LED controller R&D and manufacturer

BINCOLOR

More DMX512 Power Decoder (22%DMX5121h =R 8! fiZ255 28)

BC-824 BC-853 BC-854
.

InputVoltage
RNBE
Output Current
Etertechid
Output Power
RHIE

Input Signal
BANES
Output Signal
mHEsS

Grey Scale
REELRA]

DMX512 Socket
DMX51 24

Product Dimension
&R

\Nevght(G W)

DC5V-DC24V

3AX24CH

360W(5V)/860W(12V)/1720W(24V)

DMX512/1990

ConstantVoltage PWM Signal
[BERPWMES

4096 levels

XLR-3R port/ terminal block

AREXL-3RF 2R BT

1260 X W110X H40(mm)

920g

DC12Vv-DC48V

6AX3CH

216W(12V)/432W(24V)
648W(36V)/864W(48V)

DMX512/1990

Constant Voltage PWM Signal
BEERPWMES

4096 levels X 3CH

XLR-3R port/ RJ45 port/terminal block
FEXL-3RFFE 1, RI45. LR F

L157 X W65 X H40(mm)

450g

450g

DC12v-DC48V

6AX4CH

288W(12V)/576W(24V)
864W(36V)/1152W(48V)

DMX512/1990

Constant Voltage PWM Signal
BERPWMES

4096 levels X 4CH

XLR-3R port/ RJ45 port/terminal block
FREXL-3R-FIEHE, RI45 IR IRT

L157%W65X HA0(mm)

BC-809 BC-853-CC BC-854-CC
=

InputVoltage
MNEBE

Qutput Current
R
Qutput Power
itz

Input Signal
BAES
Output Signal
BHES

Grey Scale
TRERB
DMX512 Socket
DMX5123h 2
Product Dimensjon
=R
Weight(G.W)

iy
FmER

DC12V-DC48V

350mA(7T00mA) X 3CH

12V-48V:1-12PCS IW(3W) LED

DMX512/1990

Constant Current PWM Signal
BEREPWMES

256 levelsx3CH
XLR-3R port/ RJ45 port
L125X W52 X H40(mm)

340g

AREXL-3RFREHE RI45F L0

DC12V-DC48V
350mA(700mA) X 3CH
12V-48V:1-12PCS 1W(3W) LED

DMX512/1990

Constant Current PWM Signal
EREPWMIES

4096 levels X 3CH

XLR-3R port/ RJ45 port/ terminal block
FREXL-3RFEE4E. RI45. LRI T

L157 X W65 H40(mm)

450g

DC12v-DC48v
350mA(700mA) X 4CH
12V-48V:1-12PCS 1W(3W) LED

DMX512/1990

Constant Current PWM Signal

4096 levels X 4CH

XLR-3R port/RJ45 port/ terminal block
FREXL-3RFEEHR RIS, Lk H T

L157 X W65 % H40(mm)

450g

w
[}

bincolor.com
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DMX512-RDM Controller pmxs12-rRomizsiss

EiEEH, RE=(EdL

REMOTE CONTROL, NO MORE WORK AT HIGH

® @ ® ©

Search RDM slave device ~ Address programmable Convenience testing Independent dimming

BEMEE Eoithht Mt ERE I

» Support DMX/RDM data analyze
ZIERDM/DMXBIB ST RS KL E

» TFTLCD dispaly, direction keyboard, intuitive and simple
RATFTRSETMARBREN, TR E BN &5

Inputvoltage DC12V-DC24V BNER DC12V-DC24V
Inputsignal DMX512/RDM BMAES DMX512/RDM
Outputsignal DMX512/RDM GHES DMX512/RDM
Dimension L176xW46xH30(mm) ERRs L176xW46xH30(mm)
Weight(G.W) 122g ERER 122¢g

33 www.bincolor.com
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DMX512-RDM 4CH Decoder
DMX512-RDM 4 25333

STABLE PERFORMANCE OPTIONAL DIMING CURVE

AIEflE G, BB . RGB.RGBWHAIHITR
Workable forsingle color, color temperature, RGB and RGBW led lamp

RDM OLED

RDM OLED Display

o s

Short circuit protection  Over current protection
AR R o R

8bit /16 bit o

OLED display [OLED SR o
R —_— Output

Dimming curve [ e4E] : 0.1~9.9 brightness

Control mode [{2##£3X] : DIM/CT/RGB/RGBW
PWM frequency [$7%] : 3K, 6K, 12K, 24K optional

¢ DMX value 255

Inputvoltage DC12V-DC24V BNER DC12V-DC24V

Max load current 5AX4CH BAREER SAXACH

Output power 240W(12V)/480W(24V) BAMEHE 240W(12V)/480W(24V)
Inputsignal DMX512/RDM BNES DMX512/RDM

Scalelevel 256 levels(8bit) / 65536 levels(16bit) REERS! 2564%(8bit)/655364R(16bit)
Dimension L176xW46xH30(mm) =ERS L176xW46xH30(mm)
Weight(G.W) 140g rRES 140g

www.bincolor.com 34
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ZWLEDIEHI M A B EE Professional LED controller R&D and manufacturer

DMX512/RDM Signal Amplifier pmx/RDMES HA S

"DMX512/RDM _

== oo
(SRR
Signal Amplifier

InputVoltage

% NEBE DC12v-DC24V DC12v-DC24V

| t Signal

K%‘j\“h':j"a DMX512/1990/RDM DMX512/1990

Output Signal

BHES DMX512/1990/RDM DMX512/1990
Input/Output Channel Oneinput channel,Two output channels Oneinput channel,Two output channels
SRS 1BR4N, 2884 1EESN, 28R
Input/Qutput Isolated Voltage

BWANRHRETE 3000VDC 3000VDC

Product Dimension

= 8 R L176X W46 X H30(mm) L176X W46 X H30(mm)
v;i;uggg ) 140g 140g

fifEE3000VDC (ESEIEHEP

Isolation Wrong
voltage 3000VDC wiring protection

TERMIN, SERHI RS REES

One input channel Eight outputchannels Independent electrical isolation signal

DMX512 Wireless Transceiver
DMX512F £ % 25

Inputvoltage AC100-240V 50/60HZ HWABE AC100-240V 50/60Hz
Inputsignal DMX512/1990/RDM HWAES DMX512/1990/RDM
Outputsignal DMX512/1990/RDM wEsS DMX512/1990/RDM
Input/outputchannel Oneinputchannel,8 output channels SN B E 1EE 5N, SRS
_ InputVoltage DC5V-DC36Y BNEBE DC5V-DC36V

Input/outputisolated voltage 3000vVDC WA HRERE 3000VDC P =

Transmission Signal  DMX512 fZHES DMX512
DMX512/RDM signal socket XLR DMXS12/RDMESHEM%ER XLR OperatingFiequency  2:4GHEISH 126 Scale Tresiianey T esEs 24GHZ IS 1264183
Working Temp -20°C~55°C TERE -20°C~55°C Transmitting Power 20d48m BARSME  20dBm

Receive Sensitivity BRRHE -96dBm
Product Dimension L485 X W6 x HA4(mm) ERRT 1485 X W76 xH44(mm) e R

Distance 350 meters(depends on the weatherand environment conditions) BEER 350K (A RLUXRS/HESFTREFHEE
Weight(G.W) B8 Product Dimension [ 176x w46 x H30(mm) FERS L176 X W46 X H30(mm)

Weight(G.W) 155g FRER 155g
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DMX512 Signal Decoder pmxs125=#smss DMX512 Signal Decoder
DMX51215 S %523 BC-802
Product Introduction:

BC-820 DMX512 signal decoder, it is developed specially for LED lamps. It adopts the most advantage
microchip technology, to convert the universal standard DMX512/1990 signal into various LED driving IC
signals,and allows the LED lamps controlled by DMX512 protocol.

BC-820 DMX512{5 SRR T ALEDITAF R, RAKHNHBMIEGIRA, BE LI ZRAMDMX512/19901T 4
HELIEHIE S FIRA S LEDIREh T IEHIE S. ERAERADMXS12RLKHIT AR EEADMXS 1 2R 58,

8 Chip series, Support RGB/RGBW pixel strip
AIYIRBAKIC, XISRGB/RGBWAIRMH

|
|
|
|

1
|
1
\_

6803/8806/281 1/2801/3001/9813/1814/6812 Optlonal

Support DMX master mode
ZRDMXEERRN

' MASTER MODE
MODE NO :

Newly added RJ45 port

ZRAEESHHERICIREE S %F
Variety of different signal output chip selectable

6803/8806/1809/9813/3001/2801/1814/6812

© 6 ® @

aa W XLR-3R RJ45 RGB/RGBW DMX512/1990
26 Built-in sequence

Support DMX master mode or slave mode
HNE26H TR, SZHDMXE. MR

6803 8806 1809 9813 3001 m 1814 6812

!nputVoltage

. P i . Fa N B V-24V

Over current fuse protection at output port, Wrong wiring protection at DMX input port WABE ey

Input Signal
A A .

BRI 2 IRERP, DMXEORF BB DMX512/1990
%ﬁ‘ii?‘g”a' LPD6803  LPD8806 TM1809 P9813 TLS300L  WS2801 TM1814 SK6812
Decode channel

510 510 510 510 510 510 512 512

& DM
N 50-620

LPD1101 TM1809,TM1812

Input Power DC5V-DC24V L PNE:R DC5Y-DC24V Chip Mode i LPD8806 it s o TLS3001 WS2801 SK6812

. - WENG A S 0CS5909 LPD8809 UCS1912.UCS2903 TLS3002 ws2s03 M4 Uesagos
Input Signal DMX512/1990 BESHEA DMX512/1990 UCS6912 LPD8812 WS2811,WS28128
Output Signal 6803/8806/2811/2801/3001/9813/1814/6812 selectable S S5t 6803/8806/2811/2801/3001/9813/1814/68127T3% Control LED QTY
A 170 170 170 170 170 170 128 128
DrivingChannel  510(RGB)/512(RGBW) & FEDMXiEE 510(RGB)/512(RGBW) DMX512 Socket
i © DMX51 24 XLR-3R port/ RJ45 port (i /fXL-3R-EHEE. RIASMEE )
Control Pixel 170(RGB)/128(RGBW) e S 170(RGB)/128(RGBW) A
Product Dimension
Dimension L176 X W46 X H30(mm) PRR L176XW46X H30(mm) =R R L125XW52XH40(mm)

Weight (G.W) 180g FRES 180g Weight(G) 320g

o
FamEE
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Model
BC-960-5A BC-960-8A BC-960-10A

InputVoltage

% A BE DC5V-DC24V DC5V-DC24V DC5Vv-DC24V
Output Current
W ER SAX3CH 8AX3CH 10AX1CH
QOutput Py
;Hip;$ower T5W(5V)/180W(12V)/360W(24V) 120W(5V)/290W(12V)/580W(24V) 50W(5V)/120W(12V)/240W(24V)
Output Signal Constantvoltage PWM signal Constant voltage PWM signal Constantvoltage PWM signal
HHES [BERPWMES EEEPWMES TEEZEPWMES
P D i
Product Dimension L125X W45 H36(mm) L165% W56 H36(mm) L125X W45 X H36(mm)
FEE R
Wel ht(G.W,
g ( ) 105g 150g 85g

FmEE

Model

Inputvoltage

BARE DC12V-48V DC12V-48V

Max Load Current 10Ax1CH 5AX4CH
BRARHER 10AX1E& SAXAHE

Outputsignal Constantvoltage PWM Constant voltage PWM
HHES 1EEPWM TEEPWM

Maxoutput power

SR AR 12V(120W)/24V(240W)/36V(360W)/48V(480W) 12V/(240W)/24V(480W)/36V(T20W)/48V(960W)
Broduct Dimeosion LL76XWA6XH30 LLT6XWAEXH30

P ER (mm) X (mm)
Package Size

SR L180XWS50XH30(mm) L180XW50XH30(mm)

Gross Weight

e, 120g 145g
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LED Power Repeater LED x4 R 22

Product Introduction:

This series LED Power Repeater is suitable for all of our company's power-output style controllers' power
expansion, it accepts PWM control, unlimited quantity of power repeater to be connected theoretically. Also, the
power repeater of constant voltage model and constant current model could be connected freely, suitable for
synchronized controlling on different LED lamps.

ZAFILEDINZEY B231E A FPWMIZHIALEDIEHI SR I ThEHOK, 123 LRl LUEE LR IhEY B, IRy BRE1E
EMERNES, AILUREERE, HERERE. AWENHENLEDIT AL —EH. FeRHK A~ R EEMATN~R,

REZPWMIZH, BESE, o UIEA L RTITHET B8R,

High frequency, Flicker fre
=/ /2, T[S0/

@ O @

R IP

Uptlele Short circuit protection Over current pmteﬁm

Model
BC-961 BC-962 BC-963 BC-964

Input Voltage

16\ DC5V-DC24V DC5V-DC24V DC5V-DC24V DC5V-DC24V
Max Load Current RGB:3AX3CH W:9AX1CH
B AR 10AX 1CH BAX2CH 5AX3CH or5AX4CH

RGB:15W/36W/72W X 3CH
50W(5V)/120W(12V)/240W(24V) 8OW(5V)/192W(12V)/384W(24V) TSW(5V)/180W(12V)/360W(24V)  W:45W/108W/216W X 1CH
or L00W(5V)/288W(12V)/576W(24V)

Output Power
MHE

Output Signal Constantvoltage PWMsignal  Constantvoltage PWMsignal —Constantvoltage PWMsignal Constantvoltage PWM signal

WHES TEERPWMES EERPWMES TEERPWMES EEEPWMES
Z"S“g?r‘me”“"” L176 X W46 X H30(mm) L176 X W46 X H30(mm) L176 X W46 X H30(mm) L176X W46 X H30(mm)
BRS
Weight(G.W)
120, 145
moEE 120g 135g g g
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TWLEDIE I BH R ERD

RF/NIFINEERR K
Small size strong function

un0—

LED CONTROLLER am surity, l
ranERm Dain O—
~oHEllc: -
@ re=

A VARIETY OF DYNAMIC LIGHTING EFFECTS

User can change the brightness, running speed, and the direction of color change; also user
can adjust the RGB/RGBW series, and can DIY the color change effect as you wish.

AEBTHRE, EE, BTN AE, BERGB/RGBWITRE, BAEFASHE I ERNEUMR.

6 chip series, control pixel quantity setable, support RGB/RGBW pixel strip
A6 A SIC, 1R B IEHIRE S S8, 2 FHRGB/RGBWAIR AT

6803/8806/2811/2801/1814/6812

Input Power DC5V-DC24V BB DC5V-DC24V

Output Current Max 10A fE RAL0A

Max Output Power 50W/120W/240W (5V/12V/24V) I 50W/120W/240W(5V/12V/24V)
Remote Control Distance 30~50m B 30-505

Product Dimension L135XW30XH20(mm) PR RN L135X W30 X H20(mm)
Weight (G.W) 110g FrRES 110g

41 www.b
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Trigger Pixel Light Controller LEpsI® #4128 BC-210

Product Introduction:

BC-210 LED pixel lightcontroller. Ithas OLED screentodisplay and touch button to control. Itis convenientto
operate and can control most of the chip driving led lamps on the market. It support 2 channel trigger function,
soitcan be connected with variousinductive switchesincluding PIR switch, touch switch, gesture switch, etc. It
also hasa built-inreal-time clock system.Your program can be set to play in any time.

BC-210 LEDLI¥ 4288, TR AOLEDRRK R BT, BMIRAER], IEENSE, IRHHEAB S NEFLIRICIRE
HILEDIT B XM B AL A TNEE, FIER SRR A X IMAMRBRIA X, IRF X, FHFXE, RNRREINNRASR, AR
BEAENEETRENEMEN,

TRIGGER FUNCTION TIMING SETTING
ﬁEZiIJJ E&TE BY I BE

eSS KR

Feature function

«With OLED screen display, itis easy to operate.
*OLEDRSERBET, RIFENS E.

- BATEHI1000MEE S, ICET, BF Tk
« 54 bulltin patterns, - AESATHIRS, TR, BE, HETHE.

The color changing speed, brightness and direction are adjustable. ~ ° PIBRAL R INRE, FIIMERA TR
« NESEH R, 8 EIRE,

«ltcan control up to 1000 pixels,

Chiptype and colorsequence are optional.

«2channel triggerfunction,it can connect toinductive switches.

« With built-in real time clock system, it has 8 timing setting.

Model BC-210 Lk BC-210

Working Voltage DC5V-24V TeeE DC5V-24V

Trigger Function Voltage DC5V-24V B IhEERGE BE DC 5V-24V

Load Current MAX 10A jiak=7=2hi MAX 10A

MAX Qutput Power 50W(5V) 120W(12V) 240W(24V) BARWHIIE 50W(5V) 120W(12V) 240W(24V)
Working temperature -20°C-55°C TiERE -20°C-55°C

Product dimension 135mm x30mm x20mm PR 135mmx 30mm x 20mm
Weight 6lg FRER 6lg
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SPISignal Amplifier spifz2mA2e sc-204

1= S IXENRED T K M HEE B

Improve the signal driving capability
Extend the signal output distance

1BESPHS SHIN, 4B SP IS S KM
1CH SPIsignalinput
4 CH SPIsignal amplifier output.

Product Introduction:

This signal amplifieris designed for amplifying SPIsignal. It solves the problem of insufficient driving capabi-
lity or short transmission distance of SPIsignal. Itis compatible with SPI controller designed by differentfactori-
es,pixel strips with various chip, and SPIsignal with single wire or dual wire.

RIS SHARE ARASPHE S TR, EARTSPUESIEHRENF BHE RHEEBIEN R, REFRRH
SPIEHI . ARIENICHIT R, thFRE L. WELRISPIE S,

InputVoltage DC5-24V BABE DC5-24V

Input Signal SPIsignal BAES SPIfES

4channel (dual wire)amplifier output/

Output Signal 8channel (single wirelamplifier output WHES TLRARE /S LRSS A
Max Load Current 10A BATEER 10A

Max output power 50W(5V)/120W(12V)/240W(24V) |AHHINE 50W(5V)/120W(12V)/240W(24V)
Working temperature -20°C~55°C TFRE -20°C~55°C

Product Dimension L135 X W30 X H30.2 (mm) @R L135 X W30 X H30.2 (mm)

Weight 66g EF 66g
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SPI Single Channel Long Range Transmitter/Receiver
SPI5 BE T F2 % 3% /42 UL 23 BC-LRO1

»

- 'wmm— pifferential signal

-

The wrin°g distancecanr :
RiXBE ISR IRLIBE AT

* 5-24Vinput =5-24VEiI N
= Bothinput and output have protecting circuits NG R

= Differential signalinput and output ESESRANEL

M;"}:' SPI Single Long Range Transmitter SPI Single Long Range Receiver
BS SPIRRRTIZR X SPIS BT R SR

Inputvoltage DC5-24V DC5-24V
BNBE DC5-24V DC5-24V
Inputsignal TTL(SPI) Differential signal
BAES TTL(SPI) 55
Qutputsignal Differential signal TTL(SPI)
HWHES ENES TTL(SPI)

Input signalinterface type

BWAEOESHEE
Outputsignalinterface type

Pad(Wires bonding can be made
according to customer needs)

IRE(AIRE S BRIBL)

Pad(2P terminals or wires can be welded
according to customer needs)

Pad(2P terminals or wires can be welded
according to customer needs)

BEFEHREF BRIER2PH F L)

Pad(Wires bonding can be made
according to customer needs)

HHEnESAR BREREF BRIZE2PIHFHE) 1R (ATRE F BRIBL)
Working Temp

TERE -20°C~55°C -20°C~55°C
Dimension i .

TR L31xW10xH5(mm) L31xW10xH5(mm)
Weight(G.W.

E;lg Lt 26 26

www.bincolor.com 44
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OEM/0ODM Product Customization Services
OEM/ODM =R EHIIRS

DIN Rail DMX512 Relay =s#stpmxs5124%638 8c-s62

Besides the regularitems, we also have years of OEM/ODM experience. As
per your special requirement, we customize the most suitable products to

ﬂiiﬂﬁﬁDMXSlZ?§$“ﬁ*¥ﬁ*m = E’\J your market. All you need to do is to list out what you need, we will do 100%
Control The Remote SWltCh By DMXS‘] 2 Slgnal communication, and 100% customer satisfaction.

BRTEMER, BITEEZEMN0EM/ODMEFR ERIZL. RESITEFHNE
ERBR, RITHREGEFTIN&R. ERFESFHERNENTR, HI—EMH
NEHNEEE, BHERR.

Automatically adapt to AC85-265V working voltage.

BEERNACS5-265VHI TEEE o

Inputstandard DMX512 signal; 3-digital-display shows DMX address code.
DMX512E FRAT & AN, 32083 E B RDMXMAEES o

With RDM remote management protocol, the DMX address can be browsed or set via the RDM master console.
FIFRDMIZIZ BIE Y, ABIRDMEFEIIDMXMIUEHITH M 518 E.

Indicator of the DMX512 signal receiving status.

BEBEWESRSETRE A ERIAEERET RWEIES.

With power loss memory function, and the set DMX addresses can be stored permanently.
WTEBIRIZINAE, I EHDMXHI L AR A RTF o

The DIN rail style design facilitates the installation of large-scale projects.
SMARIFIRITHENATFARETENRE.

InputVoltage AC85-265V WARE AC85-265V
InputSignal DMX512/RDM WANES DMX512/RDM

Relay output 2 channel 4 B B84 G

Signalinerface type Terminal Block ESEOLR BT
Maxvoltage/current 250VAC/10A YD BE AT IFHEBRRM 250VAC/10A

Work temperature -20°C-55°C TERE -20°C-55°C
Productdimension L111XW46XH66(mm) PR L111XW46X H66(mm)

Weight 135g 8 135g

www.bincolor.com 46
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